
COUNCl L COMMUNICATION 
CITY OF LODl (i-] 

AGENDA TITLE: Contract Award for Westgate Park Interior Storm Drainage ($23,171) 

MEETING DATE: April 6,1994 

PREPARED BY: Public Works Director 

RECOMMENDED ACTION: That the City Council adopt the attached resolution awarding the contract 
for the above project to Crutchfield Construction in the amount of 
$23,171.00. 

BACKGROUND INFORMATION: This project consists of installing approximately 1.1 00 lineal feet of 
12- and 15-inch storm drain pipe inside Westgate Basin. This 
piping is connected directly to the storm water pump station 
located at the basin and will be used to drain the last few feet of 
water out of the basin after each storm. 

Plans and specifications for this project were approved on March 2, 1994. The City received the 
following 16 bic'c for this project: 

Bidder 

Engineer's Estimate 

Crutchfield Construction 
Allied West Const.ruction 
G & L Brock Construction 
George Reed Inc. 
Robert Bums Construction 
Cimarron Construction 
Western Engineering 
Jerry Gavrilko Co. 
Harvey's Excavation & Hauling 
Celik Engineering 
Spinella Heer Construction 
Phillips Backhoe 
Teichert Construction 
Antovich Construction 
Lubenko Construction 
Diede Construction 

*corrected figure 

Location 

Stockton 
Penryn 
Stockton 
Lodi 
Stockton 
Modesto 
Loomis 
Folsom 
Penryn 
Carmichael 
Elk Grove 
Lodi 
Stockton 
Santa Clara 
Plymouth 
Woodbridge 

- Bid 

$30,750.00 
$23,171.00 
$23,907.00 
$24,996.75 
$28,648.00 
$28,670.00 
$28,73827 
$29,156.00 
6 29,178.00 
$30,251 .OO 
$ 32,100.00 
$ 33.015.00 
$ 35.621 .OO 
$ 35,850.00 
$36,862.00 
$ 38,813.00 
$45,704.74' 

. .  . .  
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When the plans and speafications for this project were approved, there was some discussion about not 
doing this project and holding the water in the basin; i.e., no discharge other than percolation and 
evaporation. This is not recommended and a short discussion paper on this issue, prepared by the 
City Engineer, is attached. 

FUNDING: Originally Budgeted: 1993/94 
Budgeted Fund: 

Total Project Estimate: $34,850.00 
Bid Opening Date: March 16,1994 

Storm Drain Impact Development Fees 
Current Appropriation: $37,000.00 

Prepared by Mark Lindseth, Associate CMl Engineer 

JLR/ML/lm 

Attachments 

cc: City Attorney 
Purchasing Officer 
WaterMlastewater Superintendent 
Parks and Recreation Director 

CAWARO Doc 



I 
City of Lodi Storm Water Detention in PatWasins -. Discussion Paper ,\farch 29, 1,991 

Since thc adoption of thc Storm Drai.n Mastcr PI* in thc carly 196O*s, L d  has utilizod storm water detention 
basins locatcd in parks to hold storm water runoff until it could be pumpcd into cithcr the Moketumne Riwt o r .  
thc Woodbridge Irrigation District (WID) Canal. This plan was an alternative to  an earlier plan, rcjectcd by the 
votcrs, that callcd for thc construction drainagc ditchcs (likc thc or#: bctww Beckman R d  and Highway 99) 
cxtmding south to thc southcin part of thc City thcn wcst to the Dclta. Thc s h a r d  basidpark concept is a 
major component in thc City's plans for providing a high lcvcl of both drainage and parks and rccrcation 
ScMCes. 

The nccd to detain storm \r itcr wmcs from cconomic and hydraulic u m s ~ d c ~ o n s .  S t o m  gcncratc rchtkcly 
largc amounts of watcr in short pcriuds of timc. In ordcr to prcvcnt ponding in the streets, largc pipes arc 
nccdcd and, becausc of Mi's  flat terrain, thc watcr must be pumped. Without dctcntion, thc pumps must be 
ablc to handlc thc high peak flows. For e?camplc, an avcragc storm of In inch of rain in 1 hour will gcncratc a 
pcak flow of 22 cubic fcct pcr sccond (ovcr 10,OOO gallons pcr minutc) From only 100 acm of dcvclopcd land. 
To carry this flow From south of Kcttlanan Lanc to thc Rivcr would rcquirc at lcast a 42-inch p i p  that would 
be ovcr 10 fcct dccp at Tumcr Road. A 75 hp pump would bc ncakd to lift watcr to thc Rivcr. If tlx pump 
fails or cannot,kccp up with thc flow, strccts will flood. With a local dctcntion basin, tkc pipc s i x  is rcduccd to 
2 1 inchcs or smallcr and thc length substantially rcduccd. No pump is nccdcd to handlc thc runoff. A small 
pump, 15 hp or Icss, is thcn uscd to drain thc basin. In addition, wc havc a fnv acrcs f v  a park sitc that can bc 
uscd most of thc ycar. 

Oncc it is dctcrmincd that runoff is to bc dctaincd, thc ncxt stcp is to calculatc thc siu: of thc b a s h  Obviously 
this will vary with thc s i x  of thc arca to bc scrvcd and thc type of dcvclopmcnt which, togcthcr, dictatc how 
much runoff thcrc will bc to storc ovcr a givcn pcriod of timc. Thc s ix  also dcpcnds cn thc standard of 
protcction from flooding dcsircd by thc community. Storms vary considcrably in both thc amount and ratc of 
prccipitation. Statistical mcthods arc uscd to calculatc "dcsign storms" which can thcn bc uscd to analyx any 
particular situation in a consistcnt manner.' In Mi thc standard for basin dcsign is 5 inchcs of rain ovcr 48 
hours. This intcnsity corrcsponds to thc 100 ycar storm, which is  commonly uscd throughout thc nation Thc 
duration (48 hours) is also bascd on thc 1963 Mastcr Plan and has important implications in basin dcsign, 
particularly in cvaluating thc mcthod of disposal. 

M i ' s  basins havc bccn dcsigncd assuming thcrc wili bc outflow (by pumping) during thc storm to cithcr thc 
Rivcr or thc WID Canal. In most cases. thcy will bc full at thc cnd o f  thc dcsign storm and thc Mastcr Plan 
assumed that continucd pumping would takc carc of any subscqucnt runoff. If this pumping wcrc to bc 
climinatcd or curtailcd, thc corrcsponding volumc would havc to bc providcd, cithcr by dccpcning or enlarging 
thc basins. Othcr disposal mc%bods, such as groundwatcr rcchargc through percolation, would lengthen thc timc 
watcr is prcscnt in thc basin and would affcct thc basin dcsign as wcll as advcrscly affccting rccrcational uses. 
Evaporation is ncgligiblc during thc Hintcr months and pcrcolation ratcs could vary from 0.5 fcet or Icss to at 
bcst 2 fcct pcr day. Given dcpths in M i ' s  basins ranging From 4 fcct to I4 fcct, wafcr would rcmain in the 
basins for many days. To maintain pcrcolation, thc basins would nccd to bc rcgradcd to crcatc 2 holding arcas, 
I for short-term dctcntion and thc othcr for pcrcolation. Thc percolation arca would rcquirc significant 
maintcnancc ovcr timc to maintain thc pcrcolation ratc. In addition, groundwztcr quality issucs must bc 
carchlly considcrcd. If rcchargc is to bc scriously considcrcd, thcsc issues, in addition to ovcrall drainage 
dcsign cntcna, should bc studicd by spccialists in thcsc ficlds. 

' Note that we talk about runoff and storms interchangeably. Although commonly done in this country, this is incorrect 
In fact, the entire method used for runoff and basin design calculatlons in Lodi is based on a method that is over 130 
years old and has some serious limitations in our application It is very possible that our basin sizes are under designed 
However, this should be the subject of another paper. 
- Remember, this 'design storm' is based on statistical analysis methods and can give a false sense of security in 
thinking that such a storm will only occur once in a hundred years. Actually, there is a 3 3  chance that one wdl occur in 
the next 100 years. The same statistical methods can be used to show. for example, if we wanted to design with 95% 
certainty for a storm that will not be exceeded over the next 10 years, then we should design for the 200 year storm. 

I _  



A RGSOLOTION OF THB IX)DI CITY COUNCIL 
AWARDING THE BID FOR WESTGATE PARK INTERIOR STORM DRAIIIWX 

WHBRKAS, in answer to notice duly published in accordance with 
law and the order of this City Council, sealed bide were received and 
publicly opened on March 16, 1994 at 11:OO a.m. for the bid for 
Weetgate Park Interior Storm Drainage, described in the spzcificatione 
therefor approved by the City Council on March 2, 1994; and 

WHEREAS, said bide have been compared, checked, and tabulated and 
a report thereof filed with the City Manager as followe: 

Biddel; 

Engineer's Estimate 

Crutchfield Construction 
Allied West Construction 
G h L Brock Construction 
George Reed Xnc. 
Robert Burns Construction 
Cimarron Construction 
West ern Engineering 
Jerry Gavrilko Co. 
Harvey's Excavation & Hauling 
Ce 3. ik Engineering 
Spinella Heer Construction 
Phillips Backhoe 
Tei chert Cons truct i on 
Antovich Construction 
Lubenko Construction 
Diede Construction 

&cat ioq 

Stock t on 
Pen- 
Stockton 
Lodi 
S t ockt on 
Mode s to 
Loomi s 
Folsom 
Penryn 
Carmi chae 1 
Elk Grove 
Lodi 
S t oc k t on 
Santa Clara 
Plymouth 
Woodbridge 

$ 3 0 , 7 5 0 . 0 0  

$23,171.00 
$23,907.00 
$24,996.75 
$29,648.00 
$28,670.00 
$28,738.20 
$29,156.00 
$29,178.00 
$30,253.00 
$32,100.00 
$33,015.00 
$35,621.00 
$35,850.00 
$36,862 .OO 
$38,813 .OO 
$45,704 - 7 4  

WHEREAS, the City Manager recommends that award of the bid for 
Westgate Park Interior Storm Drainage be made to the low bidder, 
Crutchfield Construction; and 

NOW, THEREFORE, BE IT RESOLVED by t h e  Lodi City Council t h a t  
award of bid for Westgate Park Interior S t o m  Drainage be and the same 
is hereby awarded to Crutchfield Construction, Stockton, CA, the low 
bidder, in the amount cf $23,171.00. 

Dated: April 6, 1994 



I hereby certify that Resolution No. 94-31 was passed and adopted 
the City Council of the City of Lodi in a regular meeting held April by 

6, 1994 by the following vote: 

Ayes : Council Members - Mann, Pennino, Sni3e;c and 
Sieglock (Mayor) 

N o e s  : Council Members - Davenport 

Absent: Council Members - N o n e  

94-31 



WESTGATE PARK 1NTERlOR STORM DRAINAGE SECTION 1 
N6TICE INVITING BIDS 

CITY OF LODI, CALIFORNIA 

Sealed proposals will be received by the Purchasing Officer, Lodi City Hall, 
221 W. Pine Street, P.O. Box 3006, Lodi, California, 95241-1910, until 1 l :OO A.M. on 
Wednesday, March 16,1994. At that time, the proposals will be publicly opened and 
read in Lodi City Hall for performing the following described work. 

The work consists of installing 367 linear feet of 12-inch storm drain, 714 linear feet of 
1Sinch storm drain, 5 dropinlet catch basins, and all other miscellaneous and related 
work as shown on the plans and specifications for the project. 

The Contractor agrees to commence work within 15 calendar days after both parties 
have signed the contract and to complete the work within 20 working days. Upon 
signing the contract, Contractor agrees that length of time of the contract is reasonable. 

In accordance with the provisions of Section 1770 of the Labor Code, the Director of 
Department of Industrial Relations of the State of California has determined the general 
prevailing rates of wages and employer payments for health and welfare, pension, 
vacation, travel time, and subsistence pay as provided for in Section 1773.8, 
apprenticeship or other training programs authorized by Section 3093 and similar 
purposes appticable to the work to be done. Said wages are available through the 
Public Works Department, City of Lodi, City Hall, Lodi, California, 95240. The 
Contractor and any subcontractor shall pay each employee engaged in the trade or 
occupation not less than the hourly wage rate. As the wage determination for each 
a f t  reflects an expiration date, it shall be the responsibility of the prime contractor and 
each subcontractor to insure that the prevailing wage rates of concern are current and 
paid to the employee. 

The Contractor shall make travel and subsistence payments to each worker needed to 
execute the work as such travel and subsistence payments are defined in the 
applicable collective bargaining agreements in accordance with Section 1773.8 of the 
Labor Code. 

If a craft or classification used on the project is not shown on the wage determination, 
the Contractor may be required to pay the wage rate of that craft or classification most 
closely related to it as shown in the general determinations. 

The City of Lodi hereby notifies all bidders that it will affirmatively insure that in any 
contract entered into pursuant to this advertisement, minority business enterprises will 
be afforded full opportunity to submit bids in response to this invitation and will not be 
discriminated against on the grounds of race, color, sex or national origin in 
consideration for an award. 

WESTGATI.DOC 1.1 OU17rO4 



For any moneys earned by the Contractor and withheld by the City of Lodi to ensure 
the performance of the contract, the Contractor may, at Contractor's request and 
expense, substitute securities equivalent to the amount withheld in the form and 
manner and subject to the conditions provided in Section 22300 of the Public Contract 
Code of the State of California. 

The Contractor shall submit ccpies of payroll records. 

The contract documents are available for $25 (nonrefundable) at the office of the City 
Engineer, Public Works Department, City Hall, 221 W. Pine Street, P.O. Box 3006, 
Lodi, California, 95241-1910, (209) 333-6706. A set of plans and specifications will be 
mailed upon receipt of $30 (nonrefundable). 

No bid will be considered unless it is submitted on a proposal form furnished by the City 
of Lodi. The prime contractor on this project shall possess a valid State of California 
Class A contractor's license. 

The City Council reserves the right to reject any or all bids and to waive any informality 
in the completion of such forms, and to award to the lowest responsible bidder. 

The list of plan holders and the bid results will be availabls on our voice mail system. 
Bid results will be available one hour after the bid opening. To enter the voice mail 
system, call (209) 333-6800. When the greeting begins, enter 243 (BID), listen for your 
bid choice and press appropriate key. 

By Order of the City Council 

\ 

JENNIFER M. PERRIN 
City Clerk 
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